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T CON FIDEi " 'i,

Pressure-time m surements were made of the underwater
pressure waves generated in Tests Able and Baker.

No records permitti rig analysis were obtained in Test Able be-
cause the explosion occurred some distance from the intended targets
and pressures at the gage location were far below those for which the
instrument had been set.

In Test Baker three pressure-time records were obtained.
Because of poor response characteristics of the recording channels,
the records obtained do not truly represent the pressure-time his-
tory of the shock wave. However, values for the real peak pressures
and durations have been derived from the records and are discussed
in the report.

A summary of the general features of the pressure records
obtained are as follows:

The peak pressure at 2400 feet from the explosion center and
at the bottom of the lagoon was approximately 1200 pounds per square
inch. This is indicated by the piezoelectric gage record of 1320 t 170
psi and the ball crusher measurement of 1080 psi. The duration pulse
was approximately 4 milliseconds. A gage at a point 50 feet above the
bottom and 2400 feet from the bomb indicated that it required about 8
milliseconds for the pressure to drop to zero.

At 3000 feet from the bomb and 50 feet from the bottom, the
peak pressure was approximately 500 t 80 psi. The duration was ap-
proximately 3 mlllisdconds. At this radial distamce but at the bottom
of the lagoon, the ball crusher gage gives a pressure of 375 psi.

The gage 2400 feet from the bomb and at the bottom also re-
corded a second pressure pulse approximately equal to the first in am-
plitude but with a much shorter duration. A third pressure pulse oc-
curred 65 milliseconds after the first pulse. Its highest peak-gave a
pressure of approximately 590 psi.

All the records Indicate that a slowly rising pressure was pro-
pagated in the water ahead of the shock wave, but a quantitative mea-
sure of it cannot be made from these records. This slowly rising
pressure may be caused by the ground shock wave which is propagated
faster than the water sho~tLRUfTiil DATA
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A. General Description of Instrument Arrangement.

The function of this section of the Bureau of Ships Instrumenta-
tion Group was to obtain pressure-time measurements of underwater
pressures resulting from Tests Able and Baker. It was desired to
measure the variation of pressure with depth as close as possible to
the explosion centers. To obtain the pressure variation with depth,
it was decided to place gages near the bottom and to suspend others
by floats 5i0 feet above the bottom of the lagoon. In order to place the
gages and recording channels close to the explosions, four instrument
containers, In the form of steel barrels, were designed to rest on the
lagoon bottom 160 feet below the water surface. A general picture of
the container and rigging is given in Figure 1. Due to practical limi-
tations on the size of the instrument containers, it was decided that
only twu electronic channels and gage pickups could be used with each
container. Although the actual pickups and recording channels for
Test Able were quite different from those used for Test Baker, the
space requirements were similar enough to allow the use of the same
containers. Only slight alterations in the internal mounts were neces-
sary to convert the barrels for use in Test Baker.

V. For Test Able the use of piezoelectric gages for pressure meas-
urements was not feasible due to the long duration of the predicted
shock wave - viz., tin the order of tenths of a seco~nd. In order to ob-
tain an adequate time constant for these gages, a very large capaci-
tance would have been required, which would have made the normal
size tourmaline -crystal gage eytremely insensitive. Therefore a
strain-wire gage was designed. This detector consists of a wire
strain-gage element cemented to a diaphragm. The signal passed
through an amplifier and was then recorded by a pen-and-ink recorder.
Because of the long duration of the water pressures in Test Able, it
was possible to supplement the diaphragm gages with mechanical gages.
Dejuhasz pressure gages modified to fit limited space requirements
were included. A detailed description of this apparatus will be found
in Section C.

Naval Ordnance Laboratory ball crusher gages (14)*were mount-
ed on th. ~ontainers and used in both Tests Able and Baker. It was
hoped thtat pressures thus obtained could be used as a check on the
peak pressures obtained from the other instruments. This comparison
will be found in Section D of this report.

*Numbers in parentheses indicated references on Pages 22 and 23.
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It was estimated that in Test Baker, the duration of the pres-
sure pulse at a distance of 1000 yards would be of the order of magni-
tude of a millisecond. This would ordinarily call for the use of a
standard piezoelectric-gage pickup used with a standard electronic
cathode-ray oscillograph and a recording camera. The weakest link
In this channel was the cathode-ray oscillograph. No circuit was
available that would insure that the beam would be properly centered
at the right moment, nor was there time to design and build such a
circuit. It was decided to retain the piezoelectric pickup and to select
a recorder which would nut have the above described difficulty. A
magnetic wire recorder was chosen to substitute for the cathode-ray
oscillograph and camera. This instrument is described in detail in
Section C. Its chief weakness lay in its poor low frequency response
characteristics. It was decided, however, to depend on analysis to
interpret the record in terms of response characteristics of the mag-
netic-wire recorder. An analysis of this type, for the records obtain-
ed, is given in Section D of this report.

These recording channels with their power supplies were placed
in the four instrument containers. Since each barrel was limited to
two recording channels, it was possible to use only two external pres-
sure pickups with each container; one attached to the container, and
one suspended by means of a small float 60 feet off the bottom. In
Test Able the mechanical Dejuhasz gage was attached to the outside
of the container.

For purposes of remote control of the Instruments, a radio re-
ceiver was mounted on a surface raft anchored to the instrument con-
tainer. A wire was run from the radio receiver to the container instru-
ments to provide electrical connection.

In order to recover the containers after each slhot, a location
buoy, designed to rise to the surface after a set time, was attached to
the handling cables of each container. Figure 1 gives a general pic-
ture of the container and rigging. A detailed description is included
in Section B.

TOPSECRET PAGES OF 23 PAGES



B. Detailed Description of Instrument Container and Rigging.

The instrument housin'gs (1) used in Tests Able and Baker
4'- were large steel cylinders rolled from 1" HTS plate. Rings cut from

2 1/4" M.S. plate were welded to each end of the cylinders to act as
flanges for the mounting of the two removable covers which were also
of 2 1/4" M.S; Six 2 1/4" steel stiffeners (see a, Photograph 208)
were welded to each cover to provide strength. The covers were fast-
ened to the flanges by means of 18 evenly spaced 1" steel bolts. Two
I-beams, six feet long, were welded to the cylinder to provide a base
(see Photograph 208 and Figure 1 for container details).

The total weight of the container was approximately 7400 lbs.,
the internal volume approximately 32 cubic feet. Using the data from
tensile tests of the 1" HTS, and the fact that the cylinders were not
more than 1/3" out of round. computations indicated the containers
would withstand an external static pressure of approximately 2300 psi
before yielding.

f The instruments were mounted on individual plate-typs Lord

shock mounts on shelves in a removable frame. This cylindrical frame-
work, shown in Photographs 209 and 210 and Figure 2, was placed in
the container and attached to one end by means of heavy tube-type

SLord mounts (see a and b, Photograph 211 and Figure 2). A tight pack-
ing of 3/4" sponge rubber served to shock mount the other ( nd (see a,
Photograph 212). A partition composed of a 1/4" and a 1/2" steel

plate, separated by a 3/4" layer of felt, was placed between the motor

generator and the electronic instruments, for electric shielding (see
c, Photograph 209).

In order to allow passage of gage and control cables into the
cylinder, four openings were drilled and tapped to accommodate wash-
ers and followers for a modified Bridgman-type packing gland (3), (4).
Two additional holes were made to act as outlets for flushing the con-
tainer with CO2 gas. This will be discussed later in this section.

For Test Able two of the holes passed the cables leading to the
diaphragm gages, one the power cable for the DeJuhasz gage mounted
on the side of the cylinder and one the radio control cable. In Test
Baker the Dejuhasz gage was not used and the lead hole was sealed

€ off. For placement detail of holes see Photograph 213.

In order to provide a mount for gage attachment and an anchor
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for the floating gage, a 4-foot length of angle iron was placed along,
the top of the barrel and bolted to each flange (see a, Phdtograph 218).
This angle iron also served as a mount for the terminal connecting
box of the radio link wire described later in this section.

The gage suspended 50 feet above the bottom was securely tied
to the anchor wire about 10 feet below a small wooden float. Electri-
cal connection of the gage with the recording channel was accomplish-
ed by use of a copper conductor cable. This cable was fastened at
intervals to the float anchor wire. On reaching the cylinder the cop-
per cable was bent into a loop before entering the gland. This pre-
vented strain at the seal (see d, Photograph 214) due to sideways mo-
tion of the float.

The gage at the lower level was mounted on the angle Iron.
For Test Able, brackets were welded to the angle iron and the dia-
phragm gages were securely bolted to them. For Test Baker the pie-
zoelectric pickup was mounted on a piece of 3/4" sponge rubber and
lashed to the iron with sensitive element pointing upward (see e,
Photograph 219). A short length of 1/8" copper-conductor cable pas-
sing through a gland served as an electrical connection between the
gage and the recording channel in the container.

The radio link rafts were anchored to the cylinders by means
of a length of steel-wire cable shackled Into a hole In the container-
head stiffener (see a, Photograph 214 and a, Photograph 215). Rafts
made up C~f six standard 6' x S 'x 7' Navy pontoons (Photograph 216)
served as radio-link floats during Test Able. The rafts used In Test
Baker were not alike, two being Navy telephone buoys (see Photograph

4217), another a small wooden barge (Photograph 218), and the remain-
inig one a pontoon raft that had been recovered n~fter Test Able.

Electrical connection between the radio receiver on the raft
and instruments of the underwater containers was accomplished by
m .eans of multi-conductor armored cable (see a, Photograph 219).
This cable was fastened securely at 5' - 6' intervals along the entire
length of the anchoring steel cable. Sxmall loops were made in the con-

aduuctor cable between each binding to allow the steel wire to absorb
Aall the stresses due to raft motion. At the cylinder, the armored ca-

ble passed through a standard packing gland (see c, Photograph 219)
into a standard Navy electrical terminal box. This box (see b, Photo-
graph 219) was securely bolted to the angle iron. In the box the armor
cable was spliced to a 3/8 " multi-conductor copper cable (see a,
Photogrph 220) which on leaving the terminal box entered the cylinder

Sthrough a gland (see e and f, Photograph 214). The terminal box was
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sealed and. filled with beeswax in order to protect the soldered joint
from water and stresses.

The rigging for handling the heads and the whole container was
standard. In order to handle the container heads, each weighin ap-
proximately one ton, it was necessary to drill holes In the stiffeners
(see b, Photograph 214). These holes were located approximately In
the vertical plane containing the center of mass of the head. By using
these holes when lifting the head, the inner face remained perpendicu-
lar to the ground. The entire cylinder was lifted by means of a bridle
(Photograph 215). The bridle shackled onto the container through two
holes drilled in the stiffeners of each of the two heads (see c, Photo-
graph 214). The ring of the bridle (see b, Photograph 215) was attach-
ed to a specially constructed swivel (5) (see c, Photograph 215). The
purpose of the swivel was to allow the lowering cable to rotate freely
without causing the container to rotate and entangle the gage wire. A
length of 3/4" steel cable shackled to the swivel served to raise or
lower the container.

In view of the high pressures expected, special attention was.
given to the methods of sealing the instrument container. All entering
conductors were pressure tested. The wax-filled coaxial copper-tube
conductors were subjected to a hydrostatic pressure of 1000 psi at one
end. It was found that there was no appreciable water leakage through
a 1-foot length.

To insure a good seal, of the container, the opposing faces of
*the heads and flanges were carefully machined and matched. A strip.

Of 8/8" diameter neoprene was cemented into a V-shaped groove (c,
Photograph 211) machined into the face of the flange. This seal was

*found to hold against an internal pressure of 100 psi.

It was feared that the shock wave produced by the blast of bothI
Able and Baker Tests, on striking the bare steel shell of the cylinders,
would cause them to vibrate at a high frequency. This ringing would
be in the range of the resonant frequencies of vacuum tube elements
of electronic equipment inside the container. Distortion of the record-I
Ing might have resulted. To prevent this, a thick pitch material
(Pitch Mastik) was procured and when in a molten condition plastered
over the entire, cylinder surface to a thickness of at least one inch.

From. tests it was found that the H2pgas evolution of the batter-
ies to be used inside the container was approximately 360 cc per hour,

*evolving a 3% explosive mixture in about 60 hours. It was feared
that, since It would be necessary to keep the container sealed for many
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days before the test, an explosive mixture would be built up Inside the
container. Sparks generated by the electrical equipment on starting
would Ignite the Hp and cause an explosion. Standard #2 C02 cylin-
ders were procured and fittings made so that the containers could be
thoroughly flushed after sealing, insuring an internal atmosphere of

C0~2. Another flushing was given before reopening to minimize the
possibility of explosion.

T OP 0 2C R ET PAGE 7OF 23PAGES



C. Recording Channels, Power Supplies, and Control Circuit&.

Ri¢eordig Channels - Test Able

The pressure sensitive element used in Test Able was a metal
diaphragm pre with a wire strain-gage element cemented to the dia-
phragm as a detector, Figure 3. A gage element identical with the
sensitive one was mounted on an insensitive part of the gage body.
The two resistance gages in the body and two others mounted in an
amplifier formed an a-c bridge circuit. The location of an insensi-
tive arm of the bridge in the gage body increased the stability of
zero voltage balance in the bridge circuit by compensating for tem-
perature changes in both arms of the bridge. When the diaphragm
was deformed by pressure, the bridge circuit became unbalanced and
the unbalance in voltage was applied to an amplifier. The gage was
connected to the recording channels by means of a soft copper cable
having a coaxial conductor and a wax filling.

The amplifier (a, Photograph 210) changed input voltage into a
current output which was fed into a Brush magnetic galvanometer (b,
Photograph 210). The motion of the galvanometer coil was recorded
on a moving strip of paper by a pen, using ink. The time scale was
obtained by having the paper in the recorder driven by a synchronous
"motor.

In addition to the electronic method of measuring the pressure
in the water from Test Able, a completely independent mechanical
system was attached to each cylinder, Figure 1. This consisted of
a commerical pressure gage made by Dejuhasz, which recorded the
motion of a spring-backed piston as the pressure In the water Pc'ted
on the piston. The motion was recorded on a strip of waxed pa -r,
which rotated on a drum driven by a synchronous motor. The asiJem-

Sbly is shown in Figure 4.

',Recor"J Channels - Test Baker

The pressure sensitive element used in Test Baker was of the
piezoelectric type. It consisted of four tourmaline crystals, each cut
into a thin disk and plated on each face. They were then sweated to-
gether with solder (8). Their polarities were arranged so as to give
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an addition of their charges. This gave four times the sensa.1vity of a
single crystal having the same area (9). The element was woimted on
a soft copper cable which had a coaxial conductor and a wax filling.
This cable was designed to eliminate spurious cable signals generated
by pressure on ordinary cables. The assembly was dipped repeatedly
into molten Zophar Mills wax (8) until a 1/8" coating was built up all
around the gage. Rubber tape was wrapped around the point where the
wax ended on the copper cable. Several coats of Tygon were then ap-
plied over the wax coating. The leakage resistance of a completed
gage (Figure 4 and d, Photograph 219) was of the order of 1000 meg-a
ohms. This type of pickup was used because its natural frequency was
over 10w cycles which enabled it to follow faithfully the transient na-
ture of the expected shock wave.

To r-ecord the change In voltage generated by the plezoelectric
gage during the explosion, its output was fed into a Brush magnetic-
wire recorder, type 12016 (d and e, Photograph 209 and b, Photograph
212). The wire-recorder amplifier had an input Impedance of 0.5
megohms at i000 cycles. Multiplying this by the loadIfig capacitance
of 0.05/A fds. on the gage, gave a time constant of 25 milliseconds.
ThIs enabled recording of shock waves having durations up to 5 milli.-
seconds with a maximum of 10 per cent error due to leakage (11).
After amplification, the signal passed into a wire recorder which con-
sisted of a small induction coil, through which ran a fine stainless-
steel wire at an average speed of 150 feet per minute. The variation
in voltage from the gage was thus impressed upon the wire as a varia-
tion in intensify of magnetization.

Power Siiplv- Tests Asle and Bake

In order to operate the recording equipment, a source of 110-.6
volt 60*.cycle alternating current, able to provide power of approxi-
mately 250 watts for Test Able and 100 watts for Test Baker, was re-
quired. For this purpose small motor-generator sets were procured
(a, Photograph 221). These sets were rated at 110-volt 60-cycles,
450 watt outpit,32- volt DC input. Tests on several converters showed
a variation of about t 10%. in output voltages and frequencies with con-
stant input voltage. Frequency variations could not be adjusted due to
lack of a speed governor.

The Slw-volt dfrect current was supplied by storage batteries.
In order to supply the 2 50 watts required for Test Able, Itwas neces-
wa•y to Insta~l heavy-duty batteries, Two Navy R-17-1B-6665 12-volt
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Aerobatic spill-proof batteries with a our draw rating of 68 amperes
were used to supplement eight of the st, dl-type batteries described
below.

It was feared that the underwater turbulence resulting from Test
Baker might roll the cylinders over. Because of this, it was necessary
to procure batteries that could vent and not spill acid in an inverted

2 osltion. For this purpose a Navy Type 19029, 40-4 battery was chosen.
This is a small, plastic, sealed battery with a standpipe-type vent, sup- '

plying 4 folts with a 5-hour draw rating of 40 amperes. Shelf life tests
made on fully charged batteries showed no appreciable drop in power
after standing at an average temperature of 86*F. and 65 - 70% rela-
tive humidity, for 10 days. Eight batteries were connected in series to
the motor generator by means of banana-plug connectors. The batter-
Ies were set snugly into shelves bolted to the shock mounted fr~me (b;!, Photograph 221I).

A test was run to determine the life of the 40-4 batteries under
load, and the motor-generator output under test conditions. It was
found that after six hours of continuous operation the motor-generator
.tet was- delivering 70% of its original valtage and the frequency had
decreased 19% (see Figure 6).

Conrkol Circuits

Owing to the inaccessibility of the barrels and their pradmity
Stu , explosions, it was necessary to use remote radio linkages for
cur 'ol. This led to the use of radio receivers placed on rafts floating
on Mne surface of the water (a, Photograph 216). Each receiver was
conner-ted by a multi-conductor cable (a, Photograph 219) to a relay
panel aslde the cylinder containing the apparatus (c, Photograph 212
and Photograph 209).

The transmission of a sequence of timing signals was to be pro-
vided by and be the responsibility of another technical group. All radio
receiw~rs were tuned to receive these signals. The operation wam es-
sentially the same for both tests and on Baker will be described. The e

first signal, whlbh was received 30 minutes before the explosion time,
was used to turn on the motor generators and amplifiers. Thls signal
closed a non-l3cking relay in the receiver which in turn provided a
short acrups terminal I in the relay panel (Figure 7). Relay A, a non-
locking type, then closed sending 32 volts DC through terminal II to the
motor generator which provided 110 volts AC to the magnetic wire-re-
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corder amplifiers and to terminals III and IV.

The second signal received came 20 seconds prior to the explo-
sion and started the recording instruments. The signal provided clos-
ure across terminal V in Figure 7. Locking-type relays B and C were
then closed. Closure at B locked the 32-volt DC circuit shut and also
sent 110 volts AC into the motors driving the wire magazines. Closure
at C started a small motor turning in relay D. After a one minute rui,
this motor closed the switch in relay D which activated the unlocking
coils in relay E. Opening of the switches in relay E cut the 32-volt DC
circuit, stopping the motor generator, and also broke the 110-vilt AC
circuit to the magnetic-wire recorder motors. This cycle of operation
made the apparatus sensitive to pressures occurring in the water dur-
Ing the period from 20 seconds before to 40 seconds after the ezxplo-
sion. A block wiring diagram of the equipment for Test Baker is given
in Figure 8.

0
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D. Analysis of Data.

DPa and ewsulst from Test Able

The instrumentation was located as follows:

Eight diaphragm gages were distributed by pairs on four contain-
ers placed on a circle of 150 yards radius about the NEVADA. One
gage of each pair was five feet from the bottom of the lagoon, while
the other gage was about 50 feet up fronm the bottom. The containers
'were located on four radii making angles of 450 with the fore and aft
centerline of the NEVADA as shown in Figure 9.

Four Dejuhasz mechanical pressure gages were distributed, one
on each barrel as shown in Figure 1! the gage was so located aa the
barrel that the pressure sensitive end was about 2 1/2 feet from the
bottom of the lagoon.

Twenty ball crusher gages were distributed,, five on each barrel
and so located that they were about five feet above the bottom of the
lagoon.

No data were obtained from the eight strain wire gages because
the explosion occurred some distance from the intended target. The
instrument containers were approximately 425, 525, 800, and 825 yards
from a point directly below the estimated position of the bomb burst.I At these distances pressures ranging from about 100 psi to 20 psi
might have been expected at the various gages. The sensitivity ao the
gages had been set so that a pressure of 1000 psi, as expected at 150
yards, would have produced a pen deflection of about 20 millimeter.
The width of the Ink on the recording paper was about one millimeter,,
corresponding to about 50 psi at the chosen sensitivity. The only two
gages that might have produced a readable record were those an Bar-
rel No. I at 425 yards. Unfortunately, the radio receiver did not ftmc-
tion for that barrel.

A wax paper record was recovered from each of the Dejuhauz
mechanical pressure gages. Again, the ptessure was too small to al-.
low interpretation of the peak reached or of the time history of the
pressure pulse.

The deflections obtained on the ball crusher gages from Barrels
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No. 2, 3, and 4 were too scattered and small to permit reliable estimates
of the dynamic pressure from them. Practically the entire defLection
for each gage was due to the static pressure head. The readings from
gages on Barrel No. 1 are Lnreliable becaUse this barrel was dropped
about 100 feet to the bottom of the lagoon during the recovery qperation.

Dat an-I ResuUA froM Test Baker

Lo~atioji 91Ges

The four Instrument containers were located at various radial
distances from the bomb as indicated In Figure 9. Each coatainer re-
corded pressures from two piezoelectric gages, one about five feet from
the bottom of the lagoon and the other 50 feet up from the bottom.

Eight ball crusher gages were distributed, two on each container.
The gages were located on the top of the container which put them about
five feet above the bottomn of the lagoon.

AMaltcal Procedure

Before analysis of the records was possible, it was necessary
to transcribe the magnetic wire recordings into a visible record. The
output from the wire recorder, in the playback position, was fed into
the vertical axis amplifier of a cathode ray oscillograph. With no Input
to the horizrntal axis amplifier, the spot moved in the vertical direc-
tion only. To bbla the time history of the record, a General Radio
high speed camera was focused on the oscillograph screen and the film
was run by parallel to the horizontal axis of the screen. Thus, while
the spot on the screen moved up and down In accordance with the wire
recorder output, the film moved by horizontally at a constant speed.
'The records obtained 4ppear in Figure 10. The velocity cf the film
was obtained from a series of 60-cycle per second timing marks a-
long the edge of the film.

Three pressure-tlme records were obtained. T#o of these were
recorded by gages that were 2400 feet from the center of the explosion.
Of these, one was five feet, while the other was 50 feet from the bot-
tom. The third record was obtained from a gage that was 3000 feet
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from the center of the explosion and 50 feet from the bottom. Each of
these records will be discussed separately and in detail.

.Reak PressuresL

The peak pressures were calculated from the peak amplitudes
of the pressure records and from the sine Wave voltage calculations.
In order to check the validity of this procedure, the response to a sine
wave of a given voltage was compared with that to a DC step pulse of
the same voltage. A small discrepancy was observed, and has been
corrected for in the peak pressure calculations. To check the ampliu
tude stability of the wire recorder, the output for a sine wave input of
constant amplitude was observed. The amplitude was found to vary as
much as 30%. In addition, when a given record was played back a num-
ber of times, the output amplitude would vary up to 10%. To obtain
the value of the peak pressure as accurately as possible, the amplitude
of the calibrating sine wave was averaged over several seconds and
each pressure record was played back and recorded several times.
The pressures obtained with Gages 3A and 4B are recorded in Table
1A. Unfortunately no sine wave voltage calibration was obtained for
record 3B, so that its peak pressure could not be calculated. The
error in peak pressure values is estimated to be ± 15%.

For the ball crusher gages the pressure was calculated by the
formula:

P = (3,19x 104) X

where P is the peak pressure In pounds per square inch and X Is the
deformation of the copper balls in inches (14). Copper balls 6/3r*J
in diameter were used. The values of the pressures obtained are
listed in Table 1B. These values have also been corrected for anI initial deformation due to the static head of water.

Peak pressure measurements by ball crusher gages were also
made by the Bureau of Ordnance Group at various depths and d stances
from the explosion (13). The Bureau of Ordnance measurements for
comparable locations are included in Table 1B.

Pressure Time Hisgtory

The major source of error in the records is due to the poor low
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frequency response characteristics of the magnetic wire recorder, and
In order to understand the nature of the distortion of the pressu~re pul-
ses, it is necessary to consider the :.-,sponse characteristics of the am-
plifiers. Curves (a) and (b) of Figure 11 show the typical respone of
"a magnetic wire recorder when the input is, respectively, a positive or
"a negative DC step pulse. It Is to be noted that the response A(t) of the
amplifiers to these pulses is dependent on the sign of the input pulse.
Also, this response is characteristic of a system possessing poor low
frequency transmissibility. From Figure 11, it may be seen that the
response curve is characterized by a slow initial rise followed by a
fast rise. For simplicity in the analysis, it will be assumed that the
response goes instantaneously to its peak value and the portion of the
response curve before the peak is reiched will be neglected. This
method is not strictly correct and certain errors are introduced. In
Figure 17, record 4B is compared with two computed curves based on
Identical inputs. Curve (b) was calculated on the basis of the above
mentioned simplification and curve (c) was calculated without neglect-
ing the slow initial rise. Since the rise begins approximately 1 1/2
milliseconds before the peak oe the response curve, the peak for curve
(c) will occur 1 1/2 milliseconds after the peak of curve (b). For pl.r-
poses of comparison the time scale for curve (c) has been displaced
so as to make the peaks coincide. The comparison "of curves (b) and
(c) shows that a slightly better fit to the actual record is obtained with
the refined method. However, the lack of stability and consequent
errors in the instrument are far greater than any errors introduced
by the simplified analysis.

The procedure that will be used to determine the shape of the
pressure-time pulse acting on the gage will be E. process of assuming
an input, calculating the response of the amplifier to this input based
on its response to a step pulse, and fitting this calculated response to
the actual pressure record. Of necessity this shape will be approxi-
mate and to facilitate the calculations it will be represhnthd by rec-
tangular steps of various magnitudes and durations. It, may be assumed,
for example, that the pressure-time pulse is a simple rectangular
step`of some definite duration. Then the response of the recorder to
this, input will be calculated graphically. This calculated response will
be compared with the actual record. If the two curves are nearly the
same, then it will be assumed that the input chosen is a good approxi-
mation to the, actual pressure-time pulse. If the calculated response
doesn't compare with the actual record, the assumed input will be al-
tered until one LU obtained that does lead to a proper response.

Y "om the response of the amplifier to positive and negative step
pulse, ore may obtain the response of the system to a rectangular step.
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A rectangular step may be considered as the superposition of twosteps,

opposite in sign but having the same amplitude, and infinite duration.
If the second step of amplitude -1, starts at a time t. after the first
step of amplitude +1, then the resultant is a rectangular step whose
amplitude is I and whose duration is to. For the time interval
o-!-EE-t to, the response of the amplifier to the rectangular step is
the same as the response to the positive step pulse of infinite duration,
A+(t), curve (a), Figure 11. The general response for t.!to is

P (t) = A (t) - to)

Since a negative step was introduced at t = to, to complete the rectang-
ular step, the response A_ (t-to) should be read off the amplifier re-
sponse curve corresponding to the negative step pulse, curve (b) Figure
11. Thus the response to a rectangular pulse is the difference in ordi-
nates of the two response curves taken at the times indicated. It is
evident that this method may be extended to find the response of the1
amplifier to a series of positive and negative pulses.

The shapes of the inputs which approximate the observed pres-
sure records will be calculated by a series of approximations based on
this method. Each input will have the appearance of a number of super-
imposed steps, each step beginning at a different time. The shape of
the input is varied until an R (t) is obtained which gives the best approxi- a

mation of the record. Then the assumed input may be considered to
approxiwmate the actual pressure pulse which acted on the piezoelectric
gage. It should be noted that this method only gives an indication of
the shape and duration of the input.

In order to compare the actual record with the computed re-
sponse to the assumed shape of input, it is necessary to plot the two
curves on a common scale. All curves ased in this analysis are plot-
ted on the basis of a peak amplitude equal to unity.

The record shown in (a) of Figure 10 was recorded by gage and
recorder 3A which were on the bottom of the lagoon, at a distance of
2400 feet from the explosion center. The gross characteristics are
three pressure pulses. The second pulse has almost the same ampli-
tude as the first and occurs some 22 milliseconds later. The third
pulse haa a much reduced amplitude and occurs about 65 milliseconds
after the first.

Figure 12 shows the shape of the input for record 3A obtained
by the method described above. This approximated the pressure pulse
In the water. The calculated response of the amplifier to this input
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Is compared with the actual pressure record in Figure 13.

The record obtained from Channel 3B is shown In curve (a) of
Figure 14. The gage was 2400 feet from the bomb and 50 feet f~rom
the bottom. Figure 15 shows the response of amplifier 3B to positive
and negative step pulses. The graphical technique described above
was used again to determine the nature of the input that would produce
the pressure record. Figure 16 shows the calculated input obtained
In this manner. Curve (b) of Figu~re 14 shows tha- calculated response
of the amplif ier to this Input. The Inferred input Indicated that the
pressure drops rapidly In the first millisecond and then rises to ap-
proxiznately 1/3 the initial value for another five milliseconds.

Upon recovery, barrel No. 4 was found to be flooded. Its am-
plifiers were ruined and only one wire magazine was salvaged. This
produced record 4B from a gage 50 feet off the bottom of the lagoon
and 3000 feet from the explosion center. The record from this maga-.
zine had to be played back on the amplifiers from Barrel No. 3. In
order to check on possible distortionof the record when played back
on a different amplifier from the one. used In recording it, record 4B
was played back on both amplifiers 3,A. and 3B.

The graphical technique described above was applied to a play-
back of record 4B3 on each of the two good amplifiers. Curve (a) of
Figure 17 shows record 4B when played back on amplifier 3A. Appli-
cation of the graphical technique gave the input shown In Figure 18.
The calculated response of amplifier 3A to this Input is compared with
the pressure record in Figure 17.

Record 4 B appears as Curve (a) In Figure 19 when played back
on amplifier 3B. The graphical analysis produced the Input shown In
Figure 20. The calculated response of amplifier SB to this Input is
compared with the pressure record in Figure 19.

A comparison of Figures 18 and'20 Indicates that the playing
back of record 4B on amplifiers other than the one used in recording
does not introduce a significant distortion. The time history of each
calculated Input is very similar and the duration is approximately the
same. The pressure decreases gradually to zero In approximately
three milliseconds.

Examination. of the records in Figure 10 Indicates a slow rise
In pressure preceding the shock wave front. A similar rise is found
In the amplifier response curves to step pulses. However, the latter
is of shorter duration and amplitude than the former. Therefore, it
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can be qualitatively said that a slowly rising, low pressure wave is pro-
pagated ahead of the shock wave in the water. This low pressure is
probably due to the ground wave propagated in the bottom of the lagoon
at a faster velocity than the shock wave in the water. Because of the
-overlapping of the amplifier defect on this part of the record, no quan-
titative measurements have been made on the ground wave effect.

Dr. Penney has derived a theoretical expression for the duration
of the positive portion of the pressure pulse as a function of the gage
depth and the peak pressure (12). This formula is:

T = 1.4x 10-3 GP1/ 2 milliseconds

Where G is the gage depth in feet and P is the peak pressure In pounds
per square inch, the gage at 2400 feet and at a depth of 180 feet record-
ed a peak pressure of 1320 psi. The formula gives eight milliseconds
as the duration for this case, The indicated duration from this gage
was about four milliseconds. The second gage at 2400 feet and at a
depth of 130 feet indicated a duration of eight milliseconds. However,
no value for the peak pressure was o'hained at this location; and there-
fore, no comparable duration based on the formula can be calculated.
The third gage at 3000 feet and at a depth of approximately 130 feet
Indicated a peak pressure of about 590 psi. The formula gives four
milliseconds as the duration for this case. The indicated duration de-
duced from this record was about three milliseconds.

As'was noted above, record 3A (shown in (a) Figure 10) has a
second and third pressure pulse appearing at 22 and 65 milliseconds
respectively after the first pulse. Dr. Penney has suggested that these
later shocks may be due to the presence of the bottom and water sur-
faces at Bikini (11). These two surfaces acted ao reflectors and set
up an Interference pattern. If two reflected waves should arrive in
phase and reinforce each other, then secondary pulses might be pro-
duced. A graphical construction was made to determine whether such
constructive interference would take place. It was assumed that the
water was 180 feet deep, that the bomb was located 90 feet from the
surface, that the gage was 2400 feet from the bomb and at the bottom.
These are the circumstances for the gage that produced record SA.
The result of the graphical analysis was that a reinforcement of two
reflected waves should take place approximately 17 milliseconds after
the Initial pulse. This was in fair agreement with the record which
has a 22 millisecond interval between the first and second pulses.

P
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APPENDIX

Methods and Operations in Planting and Recovery of Cylinders.

For recovery of the containers after the tests, two systems were
devised; (a) the mine case (Photograph 222), and (b) the floating marker
buoy (b, Photograph 216).

The principle involved in method (6,) was to have a marker which
would rest on the bottom during the test, filled with water so as not to
be affected by the blast. After the explosion it would rtse to the surface
carrying with it recovery lines for the container. To accomplish this,
four ordinary Mark IV mine cases were fitted with cover plates (c,
Photograph 223), and watertight gaskets, valves and anchoring eyes.
Gas units were built to fit into the mine cases. These units were cylin-
ders containing a timing mechanism, mercury fulminate percussion cap
and a quantity of lithium hydride (a, Photograph 223). At the time of
lowering the equipment, the timing mechanism was set and wealed into
the watertight cylinder. The cylinder was placed inside the mine case
which was then filled with water, sealed and attached to a length of
1/4f' steel cable. This cable was to act as a buoy anchor and recovery
line for the 3/4"" steel cable attached.to the instrument container. The
mine case was then lowered to the bottom where it remained for the
set time interval. It was hoped that the case would rise after the blast
when the timer would short an electrical circuit igniting the persussion
cap. This would break the seal and release the lithium hydride into the
water causing a large volume of gas to be generated. The two valves
were placed one on each end of the case (a, Photograph 222), and so
constructed as to open only in an inverted position, i.e., when it was
hanging downward underneath the mine case. With this arrangement
only water would be forced out by internal pressure.

As an alternate scheme, In case of failure of method (a), the
floating marker buoy was used on Test Baker. These markrer buoys
were six feet lengths of 12" x 12"' wood beams. A heavy ring bolt was
securely fastened to the beam center and the whole log patited bright
yellow. One end of a length of 1/4". steel cable was shackled into the
ring bolt, the other end attached to the mine case. This cable served
as a means for lowering the mine case and as a recovery line in the
evakt of failure of the mine case to rise.

TI
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SPrior to the planting of the cylinders, all cables were flaked in
the standard Navy fashion (Photograph.224). Each container was equip-
ped with a complete set of cables described in Section A. A coat of yel-
Slow chromate paint was placed on each container both for protection
against rust and for underwater visibility in the event that diving would
be required for recovery. After sealing the barrels a tank of CO2 was
emptied into each at atmospheric pressure, to remove as much 02 as
possible.

Two types of ships were used in the planting operations, a net
tender (AN) and a salvage tug (AIRS - Photograph 22.5). Of the two, the

ARS proved to be the most successful due to the versatility of its boom
as compared with the stationary bow horn of the AN. Therefore only
operations with the ARS will be described.

SThecontainers, complete with accessory cable and other gear,

were placed on the fantail of the ARS (Photograph 208) below the sternI boom. While the ARS was proceeding to station and obtaining a position
fix, , mine case timer was set and sealed, and the gas unit set in posi-
tion (Photograph 223). The case was then filled with water and the caseI cover securely fastened. The cables were then placed in position an
the deck, lashings cut and the planting operation began. The boom hook
was, inserted in the bridle ring of the barrel which was lifted over the
side (Photograph 215), and lowered into the water till the ring was just
at the surface. The 50-foot gage pickup and a small wooden float were
'held well forward toward the ship's bow (d, Photograph 215)., The'radio-
link armored cable and radio-raft anchor line were kept well to the
Sstern. The 3/4":. steel cable was given several turns around a steam
Vwinch directly below the boom and the end passed through an eye in the
ship's rail directly above the ring. The swivel on the ringwas then
shackled to the 3/414 cable and the slack taken up by the winch. The
boom hook was then-removed, the strain being taken by the 3/4"' steel
lowering cable. The winch was then reversed and the container slowly
lowered, all lines being carefully payed out as the operation progressed.
When the 60 feet of airplane cable to which the small wooden float was
attached had reached its end, a 200-foot length of bunk lashing was at-
tached to the float and that was payed out. This was done to prevent the
float from becoming entangled in any of the other cables. When the cy-
lUder reached bottom, this line was cast off. Care was also taken in.
letting out the slack in the 3/4" line so as to drop it at the time when
the drift was away from the cylinder so that it should not fall back on
the body of the cylinder and foul the floating gage. On reaching the end
of the 3/4" steel cable the length of 1/4" steel cat:le was attached and
lowered. The mine case was lifted by the boom and held over the side
in approximately the same relative position as the container. When the
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end of the line was reached, it was shackled to a ring in the mine case.
The length of 1/4"' cable was then attached to the other ring of the mine
case and secured to a bit near the rail (Photograph 222). The mine
case was then lowered by the boom until the strain was taken up by the
1/4" cable. The boom hook was then removed and the mine case low-
ered by hand until it reached the bottom. The remainder of the cable
"was quickly let cut. Its end was attached to a marker buoy which was
then thrown overboard. The radio float was then moored to the end of
the radio-llnk cable and the electrical connection lashed to the receiver
frame. The position was carefully recorded, Figure 9, and the ship
proceeded to the next station.

Recovery after the tests was essentially the reverse of the pro-
cess just described. On locatiar. the marker buoy or mine case, the
objects were lifted aboard and discarded, the attached cable secured
to a line on the steam winch which pulled until the bridle ring again
appeared on the surface. The boom hook was lowered to engage the
bridle ring and the 3/4"' cable was removed. The container was then
brought aboard by means of the boom. The sealed holes were opened
and a tank of C02 emptied into the container. The instrument container
was returned to the laboratory ship for opening and removal of the
records.

During the recovery operations, i'adiologists kept a constant
check on the intensity of radioactive contamination of all recovered
objects. Thus the group was kept informed as to the exposures re-
ceived daily by each member due to his participation in the operations.

All of the containers were recovered after Test Ablebut only
two of the four instruments containers were recovered after Test Baker.
The remaining two could not be located because of the breaking of re-
covery lines during the blast. Diving operations were carried out for
Eeveral days in the' vicinity, but bottom conditions -had changed violently
so that it is assumed that the containers No. I and No. 2 were buried.
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TABLE IA

Playback of Record and Pressures Obtained

:Record... Amplifier Pressure

3A 3A 1360

SA 3A 1400

3A 3A

1320 (Average)

4B 3B .523

4B 3B 560

4B SA 600

4B 3A 660

4B 3A
590 (Average)
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TABLE IB

Peak Pressure Comparlsons

Radial Distance from Peak Pressure
Explosion Center Position Ball Crusher Piezoelectric

2060 ft Mid depth 1400 psi*

2400 ft. Bbttom 1080 psi 1320 ± 170 psi

3000 ft. Bottom 376 psi

3000 ft. 50 ft. off 590 _ 80 psi
Bottom

3040 ft. Mid depth 800 psi*

k * Data obtained from NOL Report (13). I.
I.,!
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Defense Special Weapons Agency
6801 Telegraph Road

Alexandria, Virginia 22310-3398

TRC 18 April 1997

MEMORANDUM FOR DEFENSE TECHNICAL INFORMATION CENTER
ATTENTION: OMI/Mr. William Bush (Security)

SUBJECT: Distribution Statement Changes

The Defense Special Weapons Agency has reviewed and approved
for public release, all of the listed report; distribution
statement "A" now applies:

9 - XRD-173-Appendix 16

AD-473913 XRD-194-Section 3

AD-B210866 WT-1321-Supp v1

AD-473915 XRD-196-Section 5.

ARDITH JARRETT
Chief, Technical Resource Center


